
Which Shell Rimula is right for you?

*�Shell Rimula R3 X 15W-40 is also a suitable replacement for Shell Rimula D and Shell Rimula M.
Please note that the actual product container(s) may differ from those pictured.

IF YOU USED...         THEN YOU NEED                

Shell Rimula XT

Shell Rimula Signia 10W-40

Shell Rimula R6 LM 10W-40
• Low Emissions 
• Maintenance Saving

Shell Rimula Ultra 10W-40 Shell Rimula R6 M 10W-40 
• Maintenance Saving

Shell Rimula Super 15W-40 Shell Rimula R4 L 15W-40
• Low Emissions 
• Extra Life-Improved Protection

Shell Rimula MV 15W-40 Shell Rimula R3 MV 15W-40
• Off Highway - High Power Use

Shell Rimula X 15W-40 Shell Rimula R3 X 15W-40*

�Triple Action Resists: 
• Wear • Deposits • Heat

Shell Rimula X (30, 40)  
or Shell Rimula X (10W)

Shell Rimula R3+ (30, 40)
or Shell Rimula R3 (10W)
• Extra Performance Monograde

 



PRODUCT PERFORMANCE

Specialty products

Shell reserves the right to modify any approvals and specifications without notice. 
Please visit www.shell.com.au for up-to-date information.

PRODUCT VISCOSITY
GRADES KEY BENEFITS SPECIFICATIONS 

AND APPROVALS

Shell Rimula 
R6 LM

10W-40
• Low emissions 
• Maintenance 

saving

ACEA: E7, E6, E4-99; API: CI-4, CH-4, CG-4, CF-4, CF; 
Caterpillar: ECF-1-A; Cummins: CES 20077, 72, 71; Deutz: DQC 
IV-05; Mack: EO-M+; MAN: M3477, M3271-1; Mercedes Benz 

Approval: 228.51, 226.9; MTU: Category 3.1; Renault Trucks: RD-
2; Volvo: CNG, VDS-2

Shell Rimula R6 M 10W-40 • Maintenance 
saving

ACEA: E7, E4; API: CF; Cummins: CES 20072; Deutz: DQC 
IV-05; Mack: EO-M+; MAN: M3277; Mercedes Benz Approval: 

228.5; MTU: Category 3; Renault trucks: RXD; Volvo: VDS-3, 
Scania: LDF-2

Shell Rimula R4 L 15W-40

• Low emissions 
• Extra Life - 

Improved Protection 

API: CJ-4, CI-4+, CI-4, CH-4, CG-4, CF-4, CF; ACEA E9, E7; 
JASO DH-2; Caterpillar: ECF-2, ECF-3; Cummins: CES 20081, 77, 
72, 71; DDC: 93K218; Deutz: DQC-III-05; MACK: EO-O Premium
Plus; MAN: M3275; Mercedes Benz Approval: 228.3, 228.31; MTU:

Catagory 2; Renault Trucks: RLD-3; Volvo: VDS-4, VDS-3

Shell Rimula R3 X 15W-40

Triple Action Resists:
• Wear

• Deposits
• Heat 

API: CH-4, CG-4, CF-4, CF; ACEA: E5, E3; Caterpillar: ECF-1-A;   
Cummins: CES 20077, 76, 75, 72, 71; DDC: 93K215; Mack: 

EO-M, EO-M+; MAN: M3275; Mercedes Benz Approval: 
228.3; MTU: Category 2; Renault Trucks: RD-2; Volvo: VDS-2

Shell Rimula R3+
SAE 10W
SAE 30
SAE 40

• Extra Performance 
Monograde 

Rimula R3 10W: API:CF
Rimula R3+ 30: API:CF, MAN: 270 and Mercedes Benz  

Approval: 228.0 Rimula R3+ 40: API:CF, ACEA: E2, MAN: 270  
and Mercedes Benz Approval: 228.0 

PRODUCT VISCOSITY
GRADES KEY BENEFITS SPECIFICATIONS 

AND APPROVALS

Shell Rimula R3 MV 15W-40 • Off Highway -  
High Power Use 

API: CI-4, CH-4, CG-4, CF-4,CF; ACEA: E3; Caterpillar: ECF-
1-A, ECF-2(*); Cummins: CES 20078, 72, 71; DDC: 93K215; 

Mack: EO-M Plus; MTU: Category 2.

The Shell Rimula Energised Protection range of oils has products to meet virtually all the requirements and approvals of the 
world’s leading manufacturers of heavy duty engines including Caterpillar, Cummins, Mercedes-Benz, Volvo, and many others. 

Specifications and approvals may vary with viscosity grade. 


